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Cajonera de tres cajones o de un cajón y archivo, con ruedas.

Sin tiradores.

Nos permite combinar distintos acabados para envolvente, trasera y frentes.

Three-drawer unit or one-drawer and archive unit with castors.

No handles or pulls.

Customizable unit, allows different finish combination finishes on fronts, back 
and sides.

IMPRESCINDIBLE
MINIMAMENTE

INDISPENSABLE
ESSENTIAL



La cajonera KBES está elaborada con:

·Tableros de Densidad Media (DM) de diferentes grosores y densidades. 
Elaborados en bajo contenido de formaldehído (E1).
·Chapas de madera natural o precompuesta de 6 décimas de espesor, adherida 
con adhesivos termofusibles y pulimentada con productos acordes con la 
Normativa Europea Medioambiental.
·Las piezas lacadas (estructuras, piezas de DM, etc.) se tratan con productos 
químicos acordes con la Normativa Europea Medioambiental.
·Los herrajes y componentes de ajuste y unión, cumplen con las diferentes 
normativas DIN y UNE.
·Los componentes funcionales como ruedas, estan sujetos a las normativas 
DIN vigentes.
·Interior de los cajones:
 ·Laterales en acero acabado con pintura resistente. Guías ocultas de acero 
galvanizado con sistema de cierre amortiguado.
 ·Base y trasera en tablero DM lacado.

Acabados:
·Envolvente, en acabados madera o laca micro-texturada.
·Frentes y trasera, laca micro-texturada.

Dimensiones (Standard):
·KBS.3C: 43 x 60 x h61 / 17x24x h24in 
·KBS.AR: 43 x 60 x h61  / 17x24x h24in

KBES pedestal is built with:

·Media-particle density (DM) of different thicknesses and densities. Produced 
in low formaldehyde content (E1).
·Natural wood plates, sheets or Reconstituted of 6/10 thick, bonded with 
hot melt adhesives and polished with products according to the European 
Environmental Regulations.
·All chemical components in the polishing process (base, dyeing and finishing) 
meet the values accepted by the European environmental legislation.
·Metal parts and components used to fit or join the base, meet different 
standards DIN and UNE normative.
·Functional components, such as castors, are subject to DIN regulation.
·Interior of drawer:
 ·Steel sides are finished in resistant paint. Hidden galvanized steel guides with 
soften closing system.
 ·Base and back in lacquered MDF.

Finishes:
·Unit, in wood finish or micro-texturized lacquer.
·Front and back, in micro-texturized lacquer.

Dimensions (Standard):
·KBS.3C: 43 x 60 x h61 / 17x24x h24in 
·KBS.AR: 43 x 60 x h61  / 17x24x h24in
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